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Fuel System Wiring Fuel Pump Strainer Fuel Pump
Inspect the harness carefully The first line of defense against  Airtex fuel pumps are
for damaged wires, melted/ premature pump failure. A new precmlon"Buﬂt.t
bubbled or worn/loose plastic strainer is required with every -
connector, or burn/score marks  fuel pump replacement. -

on wire terminals. Faulty wiring Check and diagnose the
is easily misdiagnosed as a fuel : . entire fuel system befc
pump problem and can create ' replacing the pump.

potentially dangerous conditions.

AIRTEX fuel pumps are 100% tested before they leave the factory. That’s why it’s a good
idea to check out everything else first before suspecting the fuel pump. In fact, 50% of all
fuel pumps returned for warranty consideration meet all manufacturer’s specifications
when tested.
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- Fuel Filter Fuel Injectors
A restricted in-line fuel filter creates Faulty fuel injectors can create
~ significant back pressure, contributing drivability issues that are often
~ to premature pump failure. Protect misdiagnosed as a fuel pump problem.

your investment by replacing the
in-line fuel filter as a part of fuel
pump service.

Nearly 75% of all aftermarket fuel pump failures are caused by:
— Misdiagnosis
— Contaminated vehicle fuel systems

— Vehicle related electrical wiring or connector issues m
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